MILKTR@®NICS

ULTRASONIC DEVICES

Milktronics INC Tel: 352 602 6404
Territory: USA / CANADA

MILK / WHEY / CONCENTRATE / CREAM / SKIM COW / GOAT / BUFFALO / SHEEP / HUMAN

FARM ECO SP SPA S Standard S PFP SA Lw MCCW MCC WS
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Range Accuracy] Range Accuracy Range Accuracy| Range Accuracy Range Accuracy Range Accuracy Range Accuracy Range Accuracy Range Accuracy
FAT % 0.01...45 +0,06 0.01...45 +0,06 0.01...45 +0,06 0.01...45 +0,06 0.01...45 +0,06 0.01...45 +0,06 0.01...45 +0,06 0.01...45 0,06 0.01...45 +0,06
SNF% 3..15 +0,15 3..15 0,15 3...15 +0,15 3...15 0,15 3..40 0,15 3..40 +0,15 3..40 0,15 3..40 10,15 3..40 10,15
Protein% 2.7 +0,15 2.7 +0,15 2.7 +0,15 2.7 +0,15 2.7 +0,15 2.7 0,15 2..15 40,15 2..15 0,15 2..15 0,15
Lactose % 0.01..6 +0,2 0.01..6 +0,2 0.01...6 +0,2 0.01..6 +0,2 0.01..6 +0,2 0.01..6 +0,2 0.01...20 +0,2 0.01...20 +0,2 0.01...20 10,2
Density kg/m3 1015-1040 +0,3 | 1015-1040 40,3 1015-1040 +0,3 1015-1040 +0,3 1015-1160 +0,3 1015-1160 0,3 1000-1160 10,3 1000-1160 10,3 1000-1160 0,3
Total solids % 0..50 +0,17 0..50 +0,17 0..50 +0,17 0..25 0,17 0..50 +0,17 0..50 +0,17 0..50 +0,17 0..50 +0,17 0..50 +0,17
Salts % 0.4..1.5 +0.05 0.4..1.5 +0.05 0.4..1.5 +0.05 0.4..1.5 +0.05 0.4..1.5 +0.05 0.4..1.5 +0.05 0.4..1.5 +0.05 0.4..4 +0.05 0.4..4 +0.05
Water added % 0..70 +3 0..70 +3 0..70 +3 0..70 +3 0..70 +3 0..70 +3 0..70 +3 0..70 +3 0..70 +3
pH none none 0..14 +0,05 0..14 +0,05 0..14 +0,05 0..14 +0,05 0..14 +0,05 0..14 +0,05 0..14 +0,05 0..14 +0,05
Conductivity mS/cm none none 3..14 +0,05 3..14 +0,05 3..14 +0,05 3..14 +0,05 3..14 +0,05 3..14 +0,05 3..14 +0,05 3..14 +0,05
Freezing Point °C -0.4..-0.7 | +0,001%| -0.4..-0.7 | +0,001 -0.4..-0.7 | #0,001 -0.4..-0.7 +0,001 -0.4..-0.7 +0,001 -0.4..-0.7 +0,001 -0.4..-0.7 +0,001 -0.4..-0.7 +0,001 -0.4..-0.7 +0,001
Box Dimensions " 9x6.7x7 10x8.6x10 10x8.6x10 12,2x11.8x7.5 12,2x11.8x7.5 12,2x11.8x7.5 17x17.3x15.7 19.6x17x19.6 15x15x16.6
Box Weight Lb 4 4 6 10 10 10 17 17 17
Unit Weight Lb 2 5 5 8 8 8 14 14 14
External Printer Yes Yes Yes Yes Yes Yes built in built in built in
Real time clock Yes Yes Yes Yes Yes Yes Yes Yes Yes
Bar Code Reader No No No No No No Yes Yes Yes
Database No No No No No No Yes Yes Yes
Automatic cleaning No Semi Automatic 1 pumpg  Yes with 2 pumps No No No Yes Yes no
Power V 110 110 110 110 110 110 110 110 110
Analysing time S 60 60 60 60 60 60 60 60 60
Ambient F 50...100 50...100 50...100 50...100 50...100 50...100 50...100 50...100 50...100
ample “F 50...100 50...100 50...100 50...100 50...100 50...100 50...100 50...100 50...100
Humidity % 30...80 30...80 30...80 30...80 30...80 30...80 30...80 30...80 30...80
Datasheet Datasheet/Manual Datasheet/Manual
Lead time 3 weeks 3 weeks 3 weeks 3 weeks 3 weeks 3 weeks 3 weeks 3 weeks 3 weeks
Warranty 1vyear 1year 1vyear 1vyear 1vyear 1vyear 1vyear 1vyear 1year
Price $ US* 900.00 1,500.00 1,700.00 1,700.00 1,700.00 1,700.00 2,000.00 2,100.00 2,300.00
Certificates S series, SL, SA, LA, MCC BDS EN 61010-1:2004 BDS EN 61010-2-081:2003+A1:2004 *Prices include : *Prices do not include
-All options except Conductivity -shipping fee (50 $ to USA, 150 $ to Canada)
Manufacturer Milktronic Ltd Bulgaria USA distributor Milktronics INC www.milktronics.com Tel: 352 602 6404 -Becher x 4 -taxes if applicable
-Power supply 110v/12VDC
M I | K | R!N | ‘ S -Cleaning chemical for 3 weeks (alcaline and acidic)
-Ultrasonic Milk analyzer device
LACTOSCAN

www.milktronics.com Office : 352 508 1296

-External printer with 2 paper roll

-Operating manual
-Quick start

To place an order please contact Milktronics INC www.milktronics.com Tel: 352 602 6404 Credit cards accepted



https://www.milktronics.com/wp-content/uploads/2019/10/Lactoscan_SP_EN.pdf
https://www.milktronics.com/wp-content/uploads/2019/10/LACTOSCAN_S_PFP_EN.pdf
https://www.milktronics.com/wp-content/uploads/2019/10/Lactoscan_SP_EN.pdf
https://www.milktronics.com/wp-content/uploads/2019/10/LACTOSCAN_S_PFP_EN.pdf
http://www.milktronics.com/

MILKTR@®NICS

Milktronics INC Tel: 352 602 6404

Territory: USA / CANADA

www.milktronics.com Office : 352 508 1296

To place an order please contact Milktronics INC www.milktronics.com Tel: 352 602 6404 Credit cards accepted

SOMATIC CELLS COUNTER Thermostatic devices
SCC COMPACT Scc Ultrasonic + somatic ce COMBO Type Compatibility Power Car lighter |Weight Lb|] Dimensions | Price $US
| TBS BetaStar® 110v Yes 2 3,5x6x2.5 200.00
E g
Cell counting part Ultrasonic part TCH Charm® 110v Yes 2 3,5x6x2.5 200.00
CV% Range Accuracy CowsSide Il
Number of cell /ml 100 000 5 100 000 5 100 000 5 FAT % 0.01-45 +0,06
400 000 3 400 000 3 400 000 3 SNF% 3..15 0,15
600 000 2 600 000 2 600 000 2 Protein% 2.7 +0,15 TEF Delvotest® 110v yes 2 3,5x6x2.5 200.00
Ambient °F 50..100 Lactose % 0.01..6 10,2
Sample °F 50..100 Density kg/m3 | 1015-1040 +0,3
Humidity % 30..80 Total solids % 0..25 +0,17
Dimensions Inch 11x6,6x12 15x12x10 4x9x8.5 Salts % 0.4..15 +0.05
Weight Lb 12 15 12 Water added % 0..70 +3 TET ¢ cno?“c-ﬂ'n Twinsenser, 110v yes 1 3,5x6x2.5 200.00
Box stainless steel Blue Plastic Plastic pH 0..14 +0,05 Eclipse Farm 3G
Pipettes Auto 2pcs Conductivity mS/cm) 3..14 0,05 Ballya Bio
Mini Vortex yes Freezing Point°Cl _0.4..-0.7 +0,001
Power V 110 Box Dimensions ' 16x20x21 TET Combo Twinsenser, 110v yes 2 3,5x6x2.5 200.00
HD Monitor yes 22" no no Box Weight Lb 30 'k&dg?q‘m Eclipse 3G,
Prices US $ Unit Weight Lb 15 r Eclipse Farm 3G
SCC Compact 3,900.00 External Printer built in Ballya Bio
Scc 3,900.00 Real time clock Yes
COMBO 4,800.00 Bar Code Reader Yes
Database no TETA Twinsenser, 110v yes 2 3,5x6x2.5 260.00
Auto cleaning 110 Eclipse 3G,
Power V 60 . Ballya Bio
Analysing time S 50..100
Ambient °F 50..100 USA distributor Milktronics INC www.milktronics.com Tel: 352 602 6404
Sample °F 30..80
MILKTR®NICS



http://www.milktronics.com/

