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ACCURATE SOMATIC CELLS COUNTER & ULTRASONIC MILK ANALYZER IN ONE DEVICE! Fast! Accurate! Reliable!

Total milk quality control!
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Milk Samples [ Analysis
o 3 time:
~f"‘-: 3 : ¢ { > Mix milk and Capacity: > 60 tests per hour
| Sofia Green dye Measuring
range: 10000 to 10000 000 cell/mL

Deviation: SCC(cell/ml) (V%
100000 5%
400000 3%
600000 2%

< 1 minute
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N\ In.ﬂowintegrated mm@m@m
| pH meter with probe (option) ‘ \ Parameter Measuring Accuracy
7"fully functional ~ FES NS TEEEEE S’ rangeo .
Inbuilt printer  touch-screen tablet Fat 0,01-45% +0,06%
FAT 00.00 SNF 00.00 SNF 3_40% i0,15%
Density 1000-1160 kg/m3 +0,3kg/m3
Protein 2-15% =+0,15%
Lactose 0,01-20% =+0,2%

Added water 0-70% =+3,0%
Temperature 5-40°C +1°C
Freezing point  0,4--0,7°C +0,005°C
Saits 0,4-4% +0,05%

PH 0-14 +0,05%
Conductivity ~ 2-14mS/sm +0,05(mS/cm)
Kg 0-150kg +0,025kg
Total solids 0-50% +0,17%
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(option)
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Waterproof, duplicating the Touchscreen milk analyser R
keypad protecting the display USB ports This project is LA
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Somatic cell images

The iceberg of mastitis . .
~e

100 000 celimL 7000 000 celiimL

Detects subclinical and clinical mastitis
The world’s in a single teat of the udder
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0 Healthy

ENVIRONMENTAL u Clinical Mastitis > 400 000 cell/

CONDITIONS: 200 000 - 400 000
Healthy <200 000 cell/mL
Ambient air temperature Veastmastitis
10°C-40°C (option 43 °C)
Milk temperature: 1°C-40°C
Relative humidity 30% - 80%

Normal milk 100x10° celi/mL  Staphylococcus mastitis

PARAMETERS: A I

Streptococcus mastitis Yeast mastitis Mycoplasma mastitis

AC voltage: 220V/ 110V . LactoScan Analyser - Database (LSAn-DB) s==si|  Internet Remote

DC voltage: 12V _ LSAn-DB collecting information from Lactoscan® compatible measurement gy @, wwuy| Firmware Update
Power Consumption: ) filesand Freqting reports consistent with predefined formulae. = o1 | (Download Center)
30W max The application saves data colfected to a MySQL database. e _—
Local and Cloud Based DB o sascor g@
Cloud Database Application. Total solution for milk collecting process. o o
MECHANICAL \ ) Windows tablet, wireless, cloud services based system: i
~p - Easy to use, integrated, internet based; Bl
PARAMETERS: "/ identificati
. L N’/ - Automated farmer identification (bar-code card); e Y o
Dimensions (Wx Dx H): - Real-time SMS and e-mail alerts; — Smseilics S .
390x300x260 mm - Remote back-up support and maintenance, updates; p—. i
f wi - Payment schemes calculations; mane:©) 1 &
Weight < 5.3 kg - Real-time online access to milk data; o 1
Combined stainless e ) - Advantages: A
steel and plastic box 3 i o CotE s -remote modification of the rate-charts
P . R il -remote support and maintenance ls, PR [ P I PO, |
z a -remote alert for changes in calibration =
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Report for: 2015-04-09 | Type of report: Shift/ Large | Shift: Morning

Calibration type: 2

Time | Deliverer | Littes | Fat | SNF | Rate | Amount Value
1

bsarin | rtis | izel sl sassl s sea rues Milk conductivity measuring system (option)
T T B B Y ) Y Y Milk conductivity changes depending on concentration of ions in the milk.
T e T erage St Rerage R0 Milk conductivity can be used for:
b S b e « test of udder health (detection of subclinical mastitis);
i [ Delerer Lies _Fal | SN |Rale -} Amount |_Valie | « control of water evaporation grade in condense milk production;
| 102539 | 1234 | 10.54] 4.22[ 24.92[ 556 58.60] 754.80| . . . .
[TH0a5:32 | 3200 | 1757 443l 2201 11.24]  1o7.49] 254363 « determination ofdrymllkso/ubllltymte,
e-mail: salesdpt@lactoscan.com distributors:
: Eng, Spa, Port: +359 886 841 389
Bulgaria, 6000 Stara Zagora e-mail: sales2@lactoscan.com e-mail: m.mihneva@lactoscan.com
167, Tsar Simeon Veliki, A, 25 Eng, Rus: +359 886 841 395 Eng: + 359 885 597 232
Tel: + 359 457 670 82, e-mail: mainservice@lactoscan.com e-mail: milkanalyzers@lactoscan.com

Fax: + 359 457 670 83 Eng, Rus: +359 888 811 017 Eng, Rus: +359 896 753 803



